LEWISTOWN

PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY
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(SCALE IN FEET)

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | PAVEMENT STRENGTH |
DENT. | CLASS | CLASS | COURSE | COUReE course | OVEALAY | MAX. GROSS LOAD 1LBS) REMARKS
SMIGLE | DUAL |DUAL TAR
RUNWAYS
R [ =7 | 77 12.25° AGG. | 6.25" AC | 15" AC, P-sea | 75,000 | 100,000 160,000
R—1A 6.05" AGG. | 5.75" AC 35.000 | 50,000
R—23 3 P26, B P20] 3" P—40i 12,500
R=31 | E5 | F5 105" AGG, [6” AC. P—609 P50 3 PH0 | UNMAINTAINED OVERRUN
R-32 E-5 F5 10.5" AGG. 6" AC P-609, 3" P-40 40,000 | 55,000 | 95,000
1" p—402
R—33 | E5 | F5 10" P-208 | 3 P—401 TPaw | 40,000 | 55000 | 95,000
TAXIWAYS
= | =7 | 7 6.25° AGG. | 575" AC | 2" P—410 | 45,000 | 60,000 [ 100,000 <]
1" P-402 J
-4 UNKNOWN | VARIOUS | PAVEMENT | SECTIONS
T—5 P—152 | 10" P—208 | 3" P—401 | 1” P—402 | 40,000 | 55,000 | 95,000 g
-6 7 P-2, E P-20] 3 P—40i 12,500
APRONS
A-1 | RC F7 [K=150, 800PS| _ NONE 7 PCC__ | 1" PO/ P-402| 43,000 | 60,000 <4
A2 | =7 | F7 & P—208 | 2" P-401 | 1" P-402 | B,000 P
A=3 UNKNOWN | _ VARIOUS | PAVEMENT | SECTIONS
REMARKS:

C>AIP-01, 1983, P—410 = OPEN GRADED EMULSIFIED ASPHALT CONCRETE.
>10.5" PORTLAND CEMENT CONCRETE (EDGES), 7" (SLAB).

B>AlP-02, 1989
B>AIP—03, 1993

B>AIP—05, 1996, RECONSTRUCTED RUNWAY 12/30 AND CONNECTING TAXIWAY T-6.

LEGEND
1991 SURVEY AREA
1994 SURVEY AREA

B 1997 SURVEY AREA

DATE OF PAVEMENT

STRENGTH SURVEY: DEC. 20, 1988

EVALUATED BY: J. STYBA

DATE OF MOST

RECENT PAVEMENT

CONDITION SURVEY: OCT. 28, 1997

EVALUATED BY: R. DONALDSON LEWISTOWN

MONTANA

DEC., 1997
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